Th atc h am M ETH O D.S Mercedes E Class Saloon Saloon Shown

= Engine & Suspension AR

(I Additional Information

» Refer to Vehicle Safety Features for SRS information  ghgine & Suspension RER
« Requires correct SRS storage in line with health and

Mechanical, Electrical, Trim (MET)

safety regulations
« AJC Evamﬂharg&: = 1. Load-Unload Wehicle to Ramp
» Refrigerant Capacities {grams) - 590 2. AJC Evac/Charge o

« Ol Grade - Pag 46

» Evac. & Bleed Clutch System - Bleed nipple is located
behind rubber cover on lower bell housing left hand
cide

» Disconnect Battery - Negabive terminal only

3, Drain- Refill Cooling System

. Evac. & Bleed Clutch System o

. Ewacuate - Bleed Brake Systam

8
5
6. Drain & Refill PAS System

T Torque Settings 7. Remove Wheel Road Front LH &
]
g

« ‘Wheel Road Front LH/RH - 130Nm

a8

. Remove Wheal Road Front RH

e

. Disconnact Battary

'*-"!._“‘I
!

o
:| Low Pressure Port .

Engine & Suspension Overview Air Conditioning Port Location




Th atc h am M ET H o D.S Mercedes E Class Sailoon Saloon Shown

= Engine & Suspension R&R - Cont,

(I Additional Information

SiFlp Houte - Cont
« Heater/Blower Intake Duct:- Engine & Suspension RER
» Located on the lefthand front inner wing Mechanical, Bbectrical. Trir (MET)
= Covers battery :
»  Washer Tubing Headlamp - Plping which runs heated 10. Remove Heater/Blower Intake Duct 18]
coolant to the washer bottie to prevent freezing 11, Remove Air Filter Duct
12. Remove Grille Front Fixings ®

(T Torque Settings

13, Remove Wing Front Liner LH

« Centre Brace Fixings - 10Nm

- 14, Remowve Wing Frant Liner RH
« Bumper Front Reinforcement Fixings: - v

« Mount fixings - 2BNm +135° 15, Remove Bumpar Fixing Frant =
= Bmm Bracket fixings - No torques found 16. Remove Headlamp LH (]
17. Remove Headlamp RH ®

18. Remove Engine Splash Shisld Front

19. Remove Washer Tubing Headlamp 18]

——

20, Ramove f Lay Aside Wining Harmess Front Bumipar Rain.

21. Remove Centra Brace Fixings 4 v]

—a ——— e

22, Remove Bumper Front Reinforcement Fixings @
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= Engine & Suspension R&R - Cont,

I Additional Information

Strip Route - Cont
« Scuttle Panel Grille - Includes disconnection of Engine & Suspension R&R
washer pipe
« Propshaft Joint Rear/Front/Centre Mounting - Care
should be taken when handling prepshaft to ensure 23. Remove Engine Splash Shield
the two sections do not part as they are marked for 24, Remove Transmission Sptash Shiald

alignment purposes 25. Remave Floar Pan Splash Shield RH
» Radiator - Refers to cooling pack which inculdes top

& bottom hoses

2E. Remaowe Floor Pan Splash Shisld LH

« Steering Wheel.- 27. Remowve Wiper Front Army & Blade LH T
» Apply thread lock to bolt 28, Remove Wiper Front Arm & Blade RH T
= Fit new securing boit 25. Remaove Scuttie Panel Grille o
b TI:II'QI.IE Eet‘l:lngs 30. Remawa Air Filter Duct LH
d 31. Ramowe Air Filbar Duct RH
»  Wiper Front Arm & Blade LH/RH - 22ZNm R
» Propshaft Joint Rear/Front - 5BNm 32, Remove Extension Sill Painted LH Fixings
= Propshaft Centre Mounting - 20Nm 33. Remowe Extension Sill Painted RH Fixings
» :Hagiotar;- . 34. Remove Propshaft Joint Rear O @
= Alr conditioning Condenser bolts - 9Nm
I Propsh
« Alrbag Drivers Side - TNm ilabiaizihin i ki i buikdacis S _ﬁi @
«  Stearing Wheel - BONm 36. Remove Fropshaft Joint Front O @
« Steering Column Lower Joint - 24Nm 7. Remove Exhaust Heat Shield Tunnel
38. Remowe Radiator O ®
39. Remaove Airbag Drivers Side {0
40, Remove Steering Wheel O ®
41. Disconnect Steering Column Lower Joint @

Alrbag drivers side
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= Engine & Suspension AR

= iCont

(I Additional Information

Strip Route = Cont

« Engine Bay Brace LH/RH - Refers to the engine Engine & Suspension R&R

stabiliser bar which locates from the rear of the : ey v e
B i anical, Elec EAL TR (ME T
subframe to the sill panel reinforcement
» Brake Flexible Hose Front LH - Includes ABS wiring ~ 42- Remaove Engine Bay Brace LH

o @
43. Remave Engine Bay Brace RH o @
(¥ Torque Settings

44, Disconnect / Lay Aside Brake Flexible Hosa Front LH @ &
. Engine Bay Brace LH/RH - 60Nm

| ke contrusd o omnipage ]
« Brake Flexible Hose Front LH - 16Nm

<

1
y| Engine Bay Brace

feern 427435

Engine Bay Brace location (LH shown)
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= Engine & Suspension RER - Cont

(I Additional Information

« Brake Flexible Hose Front RH - Includes ABS wiring
« Remove Engine ECU - Located on right hand inner
wing
» Disconnect Wiring (RER Engine) - Refers to the mian
starter cable at fuse box
« ECU Fault Code Check:-
=« Memory has to be deleted after airbag
deplayment
= Airbag ECU replacement s required only If
damaged fault codes indicate replacement or after
3 airbag deployments

© Torque Settings

« Brake Flexible Hose Front RH - 16Nm

« Engine Fixing Bolts:-
» Gearbox support bolts - SONm
= Subframe to chassis leg bolts - 1BONm
« Strut top bolts - 33Nm

Engine ECU Location

Engine & Suspension RER

Machanical,

45, Disconnect f Lay Aside Brake Flaxible Hose Front RH . @) (T

Electrical, Trim :.'-I'lE'_-_l

45, Remove Engine Compariment Cover

47, Remove Heater Hose

48. Remove Engine ECU &
49, Disconnect / Lay Aside Wiring (R&R Engine) o ®
50. Disconnect | Lay Aside Hases - Cables [ Engine) i ]

51. Disconnect [ Lay Aside Fuel Pipas B B R Eng

52. Remove Engine Fixing Bolts o

53. Focus Haadlamps

54, Gaometry Check

23, RER Power Linit

a6, Focus Front Fogliamps

57, Start & Run up Engine

58, ECU Fault Coda L4
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® Facia Pansl RAR

(I Additional Information

Strip Houte

» Refer to Vehicle Safety Features for SRS information  [gacia pansl RER
« Reqguires correct SRS storage in line with health and
safety regulations

Mechanical, Electrical, Trim {MET)

. Heater/Blower Intake Duct - Removed to allow 1..Remove Heater/Biower Intake Duct @
disconnection of the battery 2. Discannect Battery OR
» Disconnect Battery - Negative terminal only 3. Remove Seat Belt Front Lawer Fixing LH "
8 Steming Waesl;- 4 R Seat Belt Front Lower Fixing RH F
« Renew fixing and apply thread lock Bl s s A s o
5. Remove Saat Front LH ax
@ Torque Settings 6. Rermpve Seat Frant RH @
« Seat Belt Front Lower Fixing LH/RH - 35Nm 7. Remove Ashtray/Cigar Lighter Assembly
= Seat Froent LH/EH - S50Nm
8. Remove Heater Control Assembl
« Alrbag Drivers Side - 7Nm 1
« Steering Wheel - BONm 9. Ramove Centra Consola Fixings =
10. Ramove Sill Panel Inner Trim Front LH
11. Ramove Sill Paned Ifnaér Trim Frant RH
12. Remove Door Front Aperture Weatherseal LH
13. Remove Door Front Aperture Weatherseal RH
14, Remove A& Post Upper Trim LH -]
15. Remove A Post Upper Trim RH &
16. Remove Airbag Drivers Sida T
17, Remove Steering Whael M

18. Remove Facia Panel Lower Dash Panaf RH

19, Remove Facia Panel Lower Dash Panal LH

=
=
|

oo [N o
[ SR8 ]
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GBaneral Panel Replacement

® Facia Pansl RAR

Switches Steering Column

i Additional Information

Switches Stearing Column - Indudes rotary coupling

Strip Route - oonl

Facia Panal RER

Mechanical, Electrical, Trim {MET)

20. Remowve Switches Steering Column (D

21, Ramove Facia Panel End Cowver LH

22, Remove Facia Fanel End Cover RH
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u Facia Pansl RAR - Cont,

[term 33

Saloon Shown

(I Additional Information

« Facla Panel Vient RH - Includes sensor
« A/C Solar Sensor - Located in grille on top centre
fadia

Ignitian lock cover tool being usead

Facia Panel Fixing Location

23, Ramove Facka Pansl vent RH
» Ignition Lock Cover:- 2 ©
. USE Spﬂdal tnnl tu remove 24, Ramove Facia Panal Vent Cantre
« Part number - 639589010700 25. Remova Instrument Cluster Surround
» [ECU Fault Code Check:- 26, Remove Instrument Cluster
« Memory has to be deleted after airbag - = z =
deployment 7. Ramove Steering Column Shroud Upper
« Airbag ECU replacement is required only I 28. Discanmect Handbrake Release Handle
damaged fault codes indicate replacement or after 20, Remove Multi Function Dispiay Unit
3 airbag deployments 30, Remove CO Player ®
s
. Facia Panel Fixings:- 32, Remove Glove Compartment Assembly
« Support for knee airbag - 6Nm 33, Remove Ignition Lock Cover m
34, Disconnect Facia Wiring
35, Remove Facia Panel Figings &
36. ECU Fault Code Check o
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Saloon Shown

Upper Moulding
[fixed bo screen)

Spacers
Screan Front

Electncal Connector

=

Lower Moulgding
[Fixed to screen)

Scraen Dverview

Spacers

(I Additional Information

« Bead height & width - 12Zmm x 8mm

« Bead length - 3870mm

»  Screen weight - 13.8Kg

= Screen Front - Upper/Lower moulding s supplied on
SCreen

« Scuttle Panel Grille - Includes removal of washer pipe
and wiring from scuttle panel grille

» Moulding Roof LH/RH - Re-use with care

i Torque Settings
«  Wiper Front Arm & Blade LH/RH - 22Nm

ftem 4

Scuttle paned with washer pipe location

Strip Houte

Sergan Front (T

Machanical, Electrical

Trim {(MET)

1, BEemove Heater/Blower [ntake Duct

]

. Remove Wiper Front &rm & Blade |H &

3. Remove Wiper Front Arm & Blade RH ()
4, Remove Scuttle Panel Grille m
5. Remove Modlding Roof LH (i
6, Rempve Moulding Roof RH o
7. Remove A Post Upper Trim RH -]
8, Remove A Post Upper Trim LH &
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5 Adhesiyve Bead Wire Strip Route
J"I Screen Front

=

lﬂmm

e

12 rmm
T

Glazing
adhesive Baad Size

Mechanical, Electrical, Trim {MET)

49, Remove Mirror Bear View

Adhesive 10, Remove Sun Yisor Supports

11. Remove Scresn Front

12. Screen Front Water Test

20 mm
u odriap
Cut Out Owarvies

Preparation:

« Protect paintwork around screen aperturea.
«  Remove trim, sea Strip Route,

Cutting Wire Method:

« Push a probe through PU adhesive,

« Hook cutting wire through probe and pull into the
passenger compartment, tie ends off to a 'T" handle.

« Feed approximately 5 metres of cutting wire around
the circumference of the screen, making sure the
wire is securely situated under the encapsulated
moulding, back to original insertion point with a
20mm overlap,

« With assistance cut through PU adhesive, some
sawing action may be required at corners

« Remove screen and stow.
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Saloon Shown

= SRS Drivers Alrbag

[ Driver Airbag ]

i Additional Information

= Refer to Vehicle Safety Features for SRS information

« Reqguires correct SRS storage in line with health and
safety regulations

» Heater/Blower Intake Duct - Removed to allow
disconnection of the battery

» Disconnect Battery - Negative terminal only

» Seat Balt Front Lower Fixing RH/LH - Includes
removal of small plastic cover to access fixing

« Steering Wheal, -
» Renew fixing and apply thread lock

¥ Torque Settings

« Seat Belt Front Lower Fixing RH/LH - 35Nm
« Seat Front LH/RH;-
» Fixing to floor - S0Nm
« Alrbag Drivers Side - 7Nm
= Steering Wheel - BONm

Alrbag drivers side

Switches Stesring Column

Strip Houte

SRS Drivers Airbag

Mechanical, Electrical, Trim {MET)

1. Remove Heater/Slower Intake Duct @

2, Disconnect Battery o ®
3. Remove Seat Belt Front Lower Fixing RH o &
4, Remove Seat Belt Front Lower Fizing LH L )
5. Remove Seat Front LH m

6, Rempve Seat Fronk RH ]

7. Remove Ashtray/Cigar Lighter Assembly

8, Remove Heater Control Assembly

9. Ramove Centra Consola Fixings G

10, Remove Sill Panel Inner Trim Frant LH

11. Ramove Sill Panel Innar Trim Front RH

12, Remove Door Front Apariure Weatherseal LH

13. Remove Door Front Aperture Weatherseal RH

14, Remove A Post Upper Trim LH ®

15, Remove A Post Upper Trim RH E

16. Remove Airbag Orivers Sida T
:;._Remuve Steering Whael D o

18. Remove Facia Panel Lower Dash Panaf RH

19, Remove Facia Panel Lower Dash Panal LH

20, Hemove Switches Steering Column

21, Ramove Facia Panel End Cover LH

22, Remove Facia Pansl End Cover RH

o

AR
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rl:lrl'.rer Airhag ]

(I Additional Information

« Facia Panel Vent RH - Includes internal temperature
— Sensor
»  Steering Column Shroud Upper - Refers to the cloth

Maechanical, Electrical, Trim (MET

shroud at the top of the column S5, Rl Tl Pkl VerE RH @
» ASC Solar Sensor - Located in grille on top centre of 24, Remove Facia Panel Vent Cantre
- Lt facia 25, Remove Instrument Cluster Surround

- { » lgnition Lock Cover:-
L = 26, Remove Instrument Cluster
it « Use special tool to remove

« Part number - 639589010700 27 Remove Steering Column Shroud Upper m
___l—'.i—'_ _.-_s..:-_',;i“'- = « Steering Column - Removed to aliow removal of facia 28, Disconnect Handbrake Relsase Handle
e TN 29. Remove Multi Function Display Unit
T NS . T Torque Settings 30, Remove Stereo Head unit ®
« [Facia Panel Fixings:- 31. Remove A/C Sclar Sensar ®
» Support for knee airbag - GNm 32. Remove Glove Compartmaent Assambly
»  Steering Column Lower Jaint - 24Nm 33. Remave Tgnition Lock Cover m

«  Steering Column - 26Nm

« Alrbag Passenger Side - 6Nm

34, Disconnect Facia Wiring

36, Disconnect f Lay Aside Steering Column Lower Joint e o]

i7. Remove Steering Column M@
38. Remove Alrbag Passenger Side @
39, Remove Airbag Drivers Knee m

40, Remove Switch Headlamp

41, Remove Interior Temperature Sensar

42, Remove Handbrake Lever Surround

43, Ramowve Haater Duct/Ducts Raar

[term 33

44, Remove Miscellaneous [tems From Facia Fanel

Ignitian lock cover tool being usead
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- 5 Ortvers Aibag ot

[ Driver Airbag ]

i Additional Information

Strip Route - Cont

;"”’ « Seat Belt Front Upper Fixing RH - Includes gulde SRS Dnvars Alrbag
— = __’ o = == » B Post Upper Trim RH - Clips may break upon Machanical, Electrical, Trim (MET)
/ = / : bt 45, Remove Seat Balt Front Upper Fixing RH @ &
= oo . WG —- | L T [# 1]
’.X { == » Fuse/Relay Box 2;- e e et T e
[ ' » Refers to battery isolation unit 4&. Remove Seat Balt Front Reel RH @
i) [
' L ! 3 « Houses the main power cables 47, Rermove SHI Panel Inner Trim Rear RH
4 W _ | « Located on the lefthand strut tower 48, Remove Door Rear Aperture Weatherseal RH
0] « SRS sensor Incorporated into unit
i [ 49, R Trifn R
8 « Actlvated for alrbags only S i e e
' ; e « ECU Fault Code Check:- =0, Remove B Post Upper Trim RH @
\\ i /| 3 « Memory has to be deleted after airbag 51, Remove Fuse/Relay Box 2 O
. = F .:----_ A = — — — — =
== _'\J_ = deployment 52, Carry out ECU Fauft Code Check (o

« Alrbag ECU replacement |s required only if
damaged fault codes indicate replacement or after
3 airbag deploy ments

¥ Torque Settings

« =eat Balt Front Upper Fixing RH: -
= Upper fixing - 32Nm
« Guide flking - 32Nm

« Seat Belt Front Reel RH - 32ZNm

Battery [solator

S

Fuse/Relay Box 2 - Incorporates battery isolator
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(I Additional Information

Strip Houte
« Heater/Blower Intake Duct - Removed to allow Bumper Front RER

disconnection of the battery
« Disconnect Battery - Negative terminal only

al, Efectrical, Trim {(MET)

Machanic

1. Load-Unload Vehicle toc Ramp

2. Remove Heater/Blower [ntake Duct (0

3, Disconnect Battery o &

&, Remove Air Filter Ducts

5. Remove Grilla Front Fixings &

6. Remove Wing Front Linar LH

7. Remove Wing Front Liner BH

B, Remove Bumper Fixing Front ®

9. Focus Front Fogiamps

Fixings Overview DIS/CON Batiery | |0 romoues Fouss |
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& Bumper Front Reinforcement Panel

(I Additional Information

Sirip Houlte
« Refer to Vehicle Safety Features for SRS information  gmper Front Reinforcement Panel
« Washer Tubing Headlamp - Refers to piping that runs
coalant to the washer bottle to prevent freezing

Machanical,

Electrical, Trim {MET)

- Centre Brace Fixings - Refers to metal brace that 3 Remowecrisadiamg LH ®
connects landing panel to front bumper front 2. Remove Headlamp RH s -]
reinforcement 3. Remove Engine Splash Shield Front

T Torque Settings 4, Drain- Refill Ceoling System
5. Remove Washer Tubing Headlamp )

« Centre Brace Fixings - 10Nm e

« Bumper Front Reinforcement Fixings:- 6. Remove [ Lay Aside Wiring Harnass Front Bumpar Rein
« Mount fixings - 2BNm +135° 7. Remove Cantre Brace Fixings Mm@
« Bmm Bracket fixings - No torques found 8, Rempve Bumper Front Reinforcament Fixings @

« Alrbag Impact Sensor LH/RH - BNm SR — == > I =

: . Ramove mpact Senso

« Airbag Impact Sensor (centre) - BNm coustiating ik g
« Horn LH/RH - BNm 10. Remove Airbag Impact Sensor RH @
11. Ramove Sirbag Impact Sensor (centra) iy
12. Ramove Horn LH @

13, Remove Horn RH

14, Focus Heamamps

Centre Brace Fixing location

Reinforcement Chverviaw |—E_|




Front End Panel Replacement

ThatCham M ETHODS Mercedes E Class Sailoon Saloon Shown

. : Chas=is Leg Frant & Inner Wing LH Cambination Panel
£y - Pt [ 10 npa waitss I 17 rivwts . Seryiced as & separats pans
outk 2u LJFD-!E LJF-I]E]. LIFD2F =
LJrnzﬁ W ']
"'|

Replacement Information

Carrosion Protection | cavity wax
Matarial HSS “Yield Strength (Mpa) | <550
Fanal Fogng wialded rivetied

; : headlamp panel suppoart bracket, chassis leg front side sxtension,
o Pt . il el wing fromt inner side reinforcerment, wing front inner side reinforcement

1 s ; lawer, wing frant inner side reinforcement extansion,
LIFD28 W - LIFD29 wing frant maunting bracket upper rear
Z : . =]

= Note: Joints LIFJ26/LIF027/LIFD28/LIFO2S B LIF045 usa
Polygrip fat/round head rivets, dia 6. 4X14




Saloon Shown

ThatCham METHODS Mercedes E Class Saloon

Front End Panel Replacement

B = Chassis Leg Front & Inner Wing LH

i Additional Information

« Refer to Vehicle Safety Features for SRS information
« Reqguires correct SRS storage in line with health and
safety regulations
= Door Trim Board Front LH:-
« Partially remove then disconnect bowden cable
« Includes a lower cover trim
« Fuse/Relay Box 2.-
« Refers to battery isolation unit
=« Houses the maln power cables
= Located on the lefthand strut tower
= SRS sensor incorporated into unit
« Activated for airbags only

i Torque Settings

ABS Pump Modulator: -
= Brake pipe to master cylinder - 16Nm
« Brake pipes to modulator - 16Nm

Strip Routa

Chassis Leg Front & Inner Wing LM

My

schanical, Electrical, Trim {(MET)

. Ramove Bonneat Suppart Strut R

. Rarmidye Bonnet Support Skrut LH

| & lw| e |

. Rarndwe Speaker Grifle Door Tweater Front LH

Remove Daor Window Frame Trin Front LH

. Ramoye Daor Trim Board Front LH @
. Discannect Coor LHF
. Disconnect Alrbag ECU

. Remove A Post Lower Trim LH

. Remove A Post Lower Trim BH

. Remove ABS Pump Modulator o

. Ramiove insulation Gearbox Tunnel

. Remove Washer Bottle Screen Front

. Remove A/C Pipes Inner Wing LH

. Remove AJC Pipe Front Bulkhead

.'Remove Fusa/Ralay Box 2 ()]

Airbag ECU location Fuse/Relay Box 2 - Incorporates battery isolator

. Bemowve Fuel Pipes at Chassis Leg
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& _hassis Leg Front & Inmer Wing LH

T Torgue Settings
« Wiper Front Motor & Mechanism Assembly ;- Chassle Leg Front & Inner Wing LH
« Black Brace - 35Nm Machanical, Electrical, Trim (MET)
» Wiper mechanism bolts - 22Nm
»  Steering Column - 26Nm

17. Remove Wiper Front Motor & Mechanism Assembly (8

18, Ramave Pedestrian Protettion Bonnet Actuakor LH

®
19. Remove Skearing Column iy,
20, Remove Pedal Throttle

21. Remova Insulation Quter Bulkhesd

22. Remave Carpet Section Front LH

[term LB

Pedestrian Bonnet Actuator Location
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& _hassis Leg Front & Inmer Wing LH

(I Additional Information

SiFlp Houte - Cont

« Insulation Fleor Panel Front - Refers to an Insulation Chassis Leg Front & Inner Wing LH
plate and metal spacer which carrys an ecu where
the front passenger feet rest

- Alarm Horn - Located under LH front wing 25, Rampue Carpet Sectvn Fromt AH

24, Remove Facia Panel Support Carrier

Machanical,

Electrical, Trim :.'-I'lET_l

' Torgue Settings
25, Remove Heater Casing

« Facia Panel Support Carrier: -
« Centre support strut - 50Nm
« Steering Column Support Bracket - 25Nm
= Support to A Plllar - 25Nm 28. Disconnact [ Lay Aside Wiring Harmess Front A Post LH

26, Lay Aside Wiring Harness Front Inner Wing LH

27. Lay Aside Wiring Harmess Front A Post Innar LH

» DBattery:- 29, Remove / Lay Aside Wiring Harn, Chassis Leg Front LH Sect.
= Retaining Nut - 21Nm

0. Lay Aside Insulation Floor Panel LH

31. Remove Insulation Floor Panal Front (D

32, Lay Aside Insulation Inner Bulkhaad LH

3. Remove Planum Chamimr Drain Tube Front LH

34, Lay Aside Brake Plpes Front To Rear

i5. Remove Alarm Horn m®
— :

Ramove Battery fae]

L1
i

37, Remove Misc Ibems From Wing Inner Fri Side Rainf LH

38, Remove Misc ltems From Chassis Leg Section Front LH

39, Remove Misc ltems Fromm Chassis Leg Section Front RH

40, Remove Misc Ttems From Chassis Leg & 1 Wing LHF

[Earn 24

Facia Panel Support Carrier
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Saloon Shown

1d Fanel Keplacement

» Maote: Jeints LIFO35/LIF04E use Polygrip
fatfround head rivets, dia S.4X14

|

1 rvets

Ak wihes ve

I npox wwins

3 rivets

Chassis Leg Front Sede Extension LH Cambinatian Panel

Seryiced as 8 separate panel

LFMO30

Replacement Information
Carrosion Protection | cavity wan
m“ :IE:S ] Yield Strength (Mpa) |?
Fanal Foging | wialded bonded rivated

Mot Applicable
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QR s oo e o 1

i Additional Information

Strip Houte
« Refer to Vehicle Safety Features for SRS information  ehaseis Lag Front Side Extension LH
« Reqguires correct SRS storage in line with health and

safety regulations
»  Steering Column - Removed to allow remowval of the

Mechanical, Electrical, Trim {MET)

1. Remove A Post Lower Trim LH

facia carrier 2. Remove A Post Lower Trim RH

« Insulation Floor Panel Front - Refers to insulation 3, Discannect Airbag ECU 5
plate and metal spacer which carrys an ecu where
the front passenger feet rest

» Insulation Floor Panel LH - Refers to the lower 5. Remove Engine Splash Shield
section of the inner bulkhead insulation . Rempove Padal Throttle

4, Remove Whesl Foad Front LH i)

£h

. Disconnedt / Lay Aside Steering Column Lower Joint (T

@ Torgue Settings

« Wheel Road Front LH - 130Nm
« Steering Column Lower Jaint - 24Nm
#« Steering Column - 26Nm 10. Reamove Carpet Section Front LH

7
8, Rempve Stearing Calumn @O @
9. Lay Aside Wiring Harness Front & Post Innar LH

1}, Remove Carpat Section Front RH

12, Remove Insulation Floor Panel Front @

13, Lay Aside Insulation Floor Panal LH @

Airbag ECU location
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Saloon Shown

= Mote: Joints LIFOS?/LIFOS9 and LIFOED use
Paolygrip flat/round head rivets, dia 5.4X14

Wing Front Inner Side Reinfarcemnent Extension LM Combination Panel
Servicad as a separate panel

4 ivedy

Hiii s gl

Carrosion Protection : cavity wai
Matarial HSS Yield Strength (Mpa) | <550
Fanal Fogng wialded bonded rivated

weing framt innar side reinforcemant lowar

I pohesrys

= Mote: Wing front inner side reinforcement lower and wing frant inner side reinforcement extension are offersd
up together, aligned and tac welded, then remove panels and spot welded (joint LIF050) together before welding to car.

Fan&l Rapairs
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& Wing Front Inner Side Rein. Ext. LH

(I Additional Information

« ASC Evac/Charge:;-
« Refirgerant capacity - 590Grms
» il Grade - Pag 46

» Scuttle Panel Grille - Includes disconnection of
washer pipe

« Alarm Horn - Located under LH front wing

T Torgue Settings

«  Wiper Front Arm B Blade LH/RH - 22Nm

»  Wiper Front Motor & Mechanism Assembly: -
= Black Brace - 35Nm
= Mechanism Bolts - 22Nm

= Battery:-
« Retaining nut - 21Nm

« Wheel Road Front LH - 130Mm

Wi

Strip Houba

ng Front Inner Side Relinforcement Extension LH

Mechanical, Electrical, Trim (MET)

. &SC Evac/Charge )]

P

. Drain- Refill Ceoling System

Alr Conditioning Port Location Airbag ECU location

3. Disconnect Airbag ECU ®
4, Disconnect Door LHF

5. Remove Heater Hose

G, Remove A Post Lowar Trirm RH

7. Remove A Post Lower Trim LH

8, Remove Wiper Front Arm & Blade LH @
9. Remove Wiper Front arm & Biade RH ¥
10. Remove Scuttle Panel Grilia o
1I. Remove Carpet Section Front LH

12. Remove Carpet Section Frant RH

13, Remove Wiper Frant Motor & Mechanism Assembly 5
14, Remove Battery m
15, Remove Planum Chambar Drain Tubs Front LH

16. Remove Pedal Throttle

17, Remove Whese| Road Front LH =
18. Remove Engine Splash Shield

19, Remove Alarm Hom o ®
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& Wing Front Inner Side Rein. Ext. LH

Facia Carrier

[t 22

Facia Panel Support Carrier location

(I Additional Information

Facia Panel Support Carrier - Includes removing and
laying aside tha handbrake pedal mechanism

i Torque Settings

Steering Column Lower Jgint - 24Nm
Steering column - 26Nm

Facia Panel Support Carrier: -

« Centre Support Strut - SONm

= Steering Column Support Bracket - 25Nm
= Support to A Pillar - 25Nm

‘Wing Front Inner Side Rainforcerment Extension LH

Mechanical, Electrical, Trim {MET)

20. Disconnect £ Lay Aside Steering Column Lower Joint (8

21, Remove Steering Column

=

22, Remove Facia Panel Support Carrigr

=]
=
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& Wing Front Inner Side Rein. Ext. LH

(I Additional Information

Strip Route - Cont
« Insulation Fleor Panel Front - Refers to an Insulation ‘Wing Front Inner Side Reinforcemeant Extansion LH
plate and metal spacer which carrys an ecu where
the front passenger feet rest

Machanical,

Electrical, Trim :.'-I'lET_l

23. Remove Heater Casing

24, Lay Aside Insulation Inner Bulkhead LH

25. Remove AJC Pips Front Bulkhead

26, Remove Insulation Outer Bulkhead

27. Remowve Insuiation Floor Panel Front (D

28. Lay Aside Insulation Floor Panel LH

29, Removea  Lay Aside Wiring Harn, Chassis Leg Front LH Sect.

0. Lay Aside Wiring Harrness Front & Post Inner LM

1. Disconnect f Lay Aside Wiring Harnass Front & Post LH

32, Lay Aside Wiring Harness Front Inner Wing LH

3. Remove Misc Items From Wing Inner Fri Side Rainf LH
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2 meams

16 apat walte 21 spot waids

2 pdharEive

2 achormive

* Note: Joint LIFD49 - The tab on Wing Front * Note: Joint LIFOS3 - If fithing Wing Front Side Reinforcement

Side Reinforcement needs o e turned with & Post Outer then repltace rivets with mig plugs.
180 deg before fitting to allow rivetng.

Mote: Joints LIFD49/LIFOS3 and LIFOSS usa
Folygrip flat/round head rivets, dia 6.4x14

Wing Frant Inner Side Reinforcemant LM Lambination Panel
Serdced as a separate panel

i

Corrosion Protection | cavity wax
Matetial HS5S | Yiald Strength (Mpa) | <550
Fanal Forng walded bonded rivetad

veing framt inner side reinforcamant lowar,
wiing frant inper side reinforcement extension,
wing front mounting bratket upper rear
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& Wing Front Inner Side Rein. LH

(I Additional Information

= Refer to Vehicle Safety Features for SRS information
« Requires correct SRS storage in line with health and
safety regulations
»  ASC Evac/Charge: -
» Refirgerant capacity - 590Grms
« Ol Grade - Pag 46
» Scuttle Panel Grille - Indudes disconnection of
washer pipe

T Torque Settings

«  Wiper Front Arm & Blade LH/RH - 2ZNm

»  Wiper Front Motor & Mechanism Assembly -
« Black Brace - 35Nm
« Mechanism Bolts - 22Nm

« Battery:-
« Retaining nut - 21NmM

« Wheel Road Front LH - 130Nm

Wi

Strip Houba

ng Front Inner Side Reinforcemeant LH

Mechanical, Electrical, Trim (MET)

. &SC Evac/Charge

P

. Drain- Refill Ceoling System

. Disconnect Alrbag ECU

. Disconnect Door LHF

. Remove Heatar Hose

Remove & Post Lowear Trim RH

. Remove A Post Lower Trim LH

. Remove Carpat Saction Front RH

3
4
5
&,
7
g
E

. Ramove Carpat Saction Front LH

10. Remove Wiper Front Arm & Blade LH

1k

« Remove Wiger Froat Arm & Blade BH

=&

12,

Ramove Scuttle Panael Grille

13

Remove Wiper Front Motor & Mechanism Assembly

14,

Remove Pedestrian Protection Bonnet Actustor LH

15,

Remove Batigry

Hie| 2

16.

Remove Plenum Chamber Orain Tube Front LH

17

Remove Pedal Throttle

18,

Remove Whee| Road Front LH

Alr Conditioning Port Location

Airbag ECU location

19,

Remove Engine Splash Shield
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& Wing Front Inner Side Rein. LH

i Additional Information

Strip Route - oon

« Alarm Haorn - Located under the LH front wing ‘Wing Front Inner Side Reinforcemant LH

F Turque Settlng! Mechanical, Electrical, Trim {MET)
20. Remove Alarm Hom o ®
«  Steering Column Lower Jaint - 24Nm
. Steering Column - 26Nm 21, Disconnect [ Lay Aside Steering Column Lower Joint &
22, Remove Steering Columm el
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& Wing Front Inner Side Rein. LH - Cont

(I Additional Information

SiFlp Houte - Cont
« Facia Panel Support Carrier - Includes removing and ‘Wing Front Inner Side Reinforcemant LH
laying aside the handbrake mechanism
« Insulation Floor Panel Front - Refers to an insulation
plate and metal spacer which carrys an ECU where  23: Remiove Facia Panel Support Camier (U (@
the front passenger feet rest 24, Remove Heater Casing

Machanical,

Electrical, Trim :.'-I'lET_l

¥ 25, Lay Aside Insulation Inner Bulkhead LH
(T Torque Settings

26, Remove A/C Pipe Front Bulkhead

= [Facia Panel Support Carrier; -
« Centre Support Strut - S0Nm
« Steering Column Support Bracket - 25Nm 28, Remove Insulation Floar Panel Front (D)
= Support to A Pillar - 25Nm 29, Lay Aside Insulation Floor Panal LH

27. Remowve Insuiation Outer Bulkhead

30, Remave / Lay Aside Wiring Harn. Chass:s Leg Front LH Sact.

3L, Lay Aside Wiring Harnass Front & Post Inner LM

32, Disconmect f Lay Aside Wiring Harnass Front A Post LH

A3, Lay Aside Wiring Harnass Front Inmer Wing LH

34, Remove Misc Items From Wing Inner Frt Side Reinf LH

Facia Carrier

[tern 23

Facia Panel Support Carrier location
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= Mote: Joint LIFDGL uses Polygrip
flat/round haad rivets, dia 6. 4X14

13w s
B rvete
N e

LIFO61

H o wesitin

Servicad as a separate panel

Wing Front Tnner Side R=infarcement Lower LH = Combination Panel

LPFS5S

Carrosion Protection : cavity wai

= Mote: Wing front Inner side reinforcement lowar and wing front NNer Side reinforcement axtension arse fered
up together, aligned and tac welded, then remove paneis and spot welded {joint LIFO50) together before wealding to car

Fan&l Rapairs

Vi

A

Material HES

F'-i-ﬂ-El Fisxing - wialded

Yield Strength (Mpa) | <550
bonded riv@bed

woing framt innar side reinforcemant extension
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& Wing Front Inner Side Rein. Lower LH

(I Additional Information

Strip Houba

« Refer to Vehicle Safety Features for SRS information  wing Front Inner Side Reinforcemant Lower LH

« Requires correct SRS storage in line with health and
safety regulations

. AJC Evac/Charge:- 1. AJC Evac/Charge o
» Refirgerant capacity - 590Grms
« Ol Grade - Pag 46

» Scuttle Panel Grille - Indudes disconnection of
washer pipe

Mechanical, Electrical, Trim (MET)

P

. Drain- Refill Ceoling System

. Disconnect Alrbag ECU ®

. Disconnect Door LHF

. Remove Heatar Hose

T Torque Settings

«  Wiper Front Arm & Blade LH/RH - 2ZNm

»  Wiper Front Motor & Mechanism Assembly -
« Black Brace - 35Nm
« Mechanism Bolts - 22Nm

. Remove A Post Lower Trim LH

. Remove Carpat Saction Front RH

3
a
5
G, Remove A Post Lowar Trirm RH
7
8
3

. Ramove Carpat Saction Front LH

« Battery:- 10. Remove Wiper Front Arm & Blade LH e
= Retaining nut - 21Nm 11. Remave Wiger Frant Arm & Blade RH o

« Whee| Road Front LH - 130Mm
12, Remove Scuttle Panal Grille o
13. Remove Wiper Front Motor & Mechanism Assembly (@

14, Ramove Battery T

15, Remove Planum Chambar Drain Tube Front LH

16, Remove Pedal Throttle

17, Remove Whee| Road Front LH e )

18. Remove Engine Splash Shield

19, Remove Alarm Hom &®

Airbag ECU location Air Conditioning Port Location

S (A

=












































































